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	Mobil Rarus 824, 826, 827, 829

Synthetic, Di-Ester Air Compressor Lubricants

	PRODUCT DESCRIPTION

     Mobil Rarus 824, 826, 827 and 829 lubricants are made from synthesized di-ester to which specific inhibitors have been added to extend life and to improve their ability to protect against corrosion.

Each product provides improved air separation and possesses low foaming tendencies. With higher autogenous ignition temperatures, higher flash points, and a lesser tendency to form deposits, they also offer increased protection against fires in air compressors, compared to mineral oil based lubricants. The lubricants have a broad temperature application range from –29oC ambient start up to +205oC discharge air.

APPLICATION

     Mobil Rarus 824 and 826 are recommended for use in rotary screw compressors. Mobil Rarus 827 and 829 are for reciprocating compressors. Occasionally, depending on the manufacturer’s recommendations for viscosity, Mobil Rarus 826 and 827 may be used with either design.


	
	BENEFITS

· Excellent oxidation and high temperature stability that far exceeds that of mineral oils.

· Increased service intervals between cleaning of valves, parts and inter-coolers.

· Demonstrated increased life in excess of 3 to 4 times that of mineral oils.

· Increased ability to protect against fire (compared to mineral oil based lubricants).

· Excellent separation from air and minimum foaming tendency.

HEALTH and SAFETY

 Based on available toxicological information, these products produce no adverse effects on health when properly handled and use. No special precautions are suggested beyond attention to good personal hygiene, including laundering oil-soaked clothing and washing skin contact areas with soap and water. Additional health and safety information on these products, including a Mobil Material Safety Data Bulletin, is available on request.


TYPICAL CHARACTERISTICS










Mobil Rarus 



824

826

827

829

ISO Viscosity Grade


32

68

100

150

Specific Gravity 15/15oC

0.905

0.940

0.945

0.970

Color ASTM



1.5

1.5

1.5

3.0

Pour Point, oC



- 54

- 37

- 37

- 29

Flash Point, oC



232

221

221

221

Viscosity at   40 oC, cSt


28.2

66.5

87.0

158

Viscosity at 100 oC, cSt


5.3

7.5

8.2

13.2

Viscosity Index



100

63

50

70

TAN, mgKOH/g



0.2

0.2

0.2

0.25

Demulsibility, ASTM D 1401,



   Min to 0 ml emulsion


30

60

60

60

Rust Test, ASTM D 665


Pass

Pass

Pass

Pass

Copper Strip Corrosion, ASTM D 130,

   3 hr at 121 oC



2A

2A

2A

2A

RBOT, ASTM D 2272, minutes

1000+

1000+

1000+

1400+

Air Release, ASTM D 3427,

   Min to 0.2%



1

1.2

2.3

2.2


Due to continual research and development, the information contained herein is subject to formulation changes without notice.
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