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	Mobiltac 81

Grease Type Open Gear Lubricant

	PRODUCT DESCRIPTION

     Mobiltac 81 is a calcium complex grease containing extreme pressure additives, molybdenum disulfide and graphite, intended primarily for lubricating open gears under severe load and adverse environmental conditions. In addition to excellent load carrying properties, it is formulated to be resistant to water washout, to provide good protection against rust and corrosion and to be adhesive to metal surfaces, thereby resisting “throw off” and leakages. It may be applied by brush, paddle or mechanical spray. Mobiltac 81 spreads evenly and easily and can be sprayed at temperatures down to –10OC.

APPLICATION

     Mobiltac 81 is recommended for the lubrication of open gears, racks, chains, wire ropes, rollers, tracks, slides, and sprockets, etc… in the steel, cement, paper, chemical, mining, quarrying and other industries. Mobiltac 81 performs well in applications requiring heavy duty lubrication under extreme mechanical and environmental conditions such as shock loads, vibration and contamination by dirt and water.

     It is also suitable for applications involving oscillating or little relative movement where fretting corrosion may be prevalent, such as on construction equipment and turntables.
	
	      To obtain optimum results, gear teeth should be cleaned before application of Mobiltac 81.

BENEFITS

· Reduced tooth wear due to good load carrying and anti-wear properties.

· Good protection against rust and corrosion leading to extended gear life and reduced maintenance costs.

· Unsightly and hazardous conditions associated with residual type products eliminated.

· Resists tooth root packing.

HEALTH and SAFETY

     Based on available toxicological information, these products produce no adverse effects on health when properly handled and use. No special precautions are suggested beyond attention to good personal hygiene, including laundering oil-soaked clothing and washing skin contact areas with soap and water. Additional health and safety information, including a Mobil Material Data Bulletin, is available on request from your local Mobil company.



	
	
	


TYPICAL CHARACTERISTICS
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Test Method

NLGI Grade







2

Consistency



ASTM D 217


Unworked Penetration





260 – 300


Worked Penetration, 60X




265 – 295

Drop Point, OC



ASTM D 2265


260

Timken OK Load, kg


ASTM D 2509


27+

4-Ball Weld Load, kg


ASTM D 2596


500

4-Ball Wear, 



ASTM D 2266


scar diameter, mm





0.41

FZG Gear Test, Fail Stage

DIN 51354


12

Color




Visual



Blue/Grey


Due to continual research and development, the information contained herein is subject to formulation changes without notice.
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